
SECTION 1) IDENTIFICATION 

Product ID: 

Product Name: 

Burnished Block Sealer WB 

Concrete Sealer 

Revision Date: Jul 20, 2021 Date Printed: 

Version: 1.0 Supersedes Date: 

Manufacturer's Name: BLUESTONE PRODUCTS, a TCC Materials Company 

Address: 2025 CENTRE POINTE BLVD, MENDOTA HEIGHTS, MN, US, 55120 

Emergency Phone: 800-424-9300 

Information Phone Number: 651-688-9116 

Fax: 

Product/Recommended Uses: 

Jul 20,2021 

N.A. 

SECTION 2) HAZARDS IDENTIFICATION 

Classification 

Flammable Liquids - Category 4 

Pictograms 

None 

Signal Word 

Warning 

Hazardous Statements - Physical 

H227 - Combustible Liquid 

Precautionary Statements - General 

P101 - If medical advice is needed, have product container or label at hand. 

P102 - Keep out of reach of children. 

P103 - Read label before use. 

Precautionary Statements - Prevention 

P210 - Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking. 

P280 - Wear protective gloves/protective clothing/eye protection/face protection. 

Precautionary Statements - Response 

P370 + P378 - In case of fire: Use carbon-di oxide, alcohol foam, water spray or dry chemical to extinguish. 

Precautionary Statements - Storage 

P403 - Store in a well-ventilated place. 

Precautionary Statements - Disposal 

P501 - Dispose of contents/container in accordance with local/national/international regulations. 

Hazards Not Otherwise Classified (HNOC) 

None. 
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